PROFESSIONAL | CURTAIN RAILS

Mild Steel and Stainless Steel

Straight Curtain Rails

: .
25mm Curtain Rail

O O O O = We recommend that only stainless steel curtain
rails be used in wet or damp areas. Mild Steel for
use in dry areas.

0On Req. 0On Req. NA NA = Straight Curtain Rails are manufactured to

White Chrome Plate Mirror Polish Sateen Polish

m to Customer Spec.
m_ onR customer specification. Price on application.
SS | to Customer Spec. On Req. NA On Req. n Req. . Lo
i < i i = Fixing holes to fit size 8 screws.

(Fixings not supplied)
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Plastic
Curtain Hook Curtain Hook

Chrome Plate 66200 White Plastic 66180

= (urtain hooks are designed to be
GU r-tal N Chrome Plate 66210 used with 25mm and 35mm tube.

O O

White Polyester ~ White Satin Plastic = 914mm curtains require 6 hooks.
Drop x Width (weighted)

m 1830mm satin plastic curtains require 10 hooks.
1830mm x 914mm 65380 65350 = 1830mm polyester curtains require 12 hooks.
1830mm x 1830mm 65390 65360 u Elease note, curtain hooks are not

included and must be ordered separately.
2100mm x 1830mm 65397 NA

Suitable for wet or dry areas.
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